
FaceDeep 3
Smart Face Recognition Terminal with 
Body Temperature Detection

FaceDeep 3 with Body Temperature Detection technology, specifically designed 
for simultaneous personnel access authority
New ideal touchless solution for the people to access control on the entrance or 
record time attendance and simultaneously check temperature and mask-wearing 
without having to touch a terminal or gate 
Register up to 6,000 users for dynamic face authentication 
Optional battery backup, specifically designed to work consistently in unstable 
power supply environments, such as Construction sites,Manufacturing, Schools 
and buildings in countryside, etc.  
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Key Specifications

Max. Users

Max. Cards

Max. Logs

Communication 

Identification Mode

Identification Distance

Identification Speed

RFID Card

CPU 

 Temperature Range

Humidity

Infrared Thermal 
Temperature Detection 
Module

Power

6,000

6,000

100,000

Standard: TCP/IP, RS485, Optional: 
Wi-Fi

Face, Password, RFID Card

0.3~1.5 M

<0.5s

Standard: 125 KHz EM,  
Optional: 13.56 MHz: MiFARE, DESFire

Linux Based 1Ghz CPU with 
Enhanced AI Computing Power

-10 °C (14 °F)- 50 °C (122 °F)

20% to 90%

Detect Distance 5~6cm(1.9~2.3inch) 
Accuracy ±0.3 °C (0.54 °F)

Standard: DC12V 3A
Optional: Lithium Battery, 2600mah, 
Rechargeable, Supported with 
standby for 10 hours
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Local Deployment ( Crosschex Standard )

Router

 Cloud Deployment ( Crosschex Cloud )


