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1. Scope

This product specification is applied to the Magnetic Buzzer in alarm systems.Please
contact us when using this product for any other applications than described in the above.

A0S T AN &, G E A R0 AR E B oR 1 ey Es T, e Ar
e e, S BATIIR R .

2. General

2.1 Out-Diameter : @12 mm
AN @12 mm

2.2 Height : 9.5mm
= 9.5mm

2.3 Weight 29
i 2%

2.4 Operating Temperature range:
-40~+85C without loss of function

TAEWLEE: -40~+85TC
Store Temperature range:
-40~+85°C without loss of function

MR -40~+85C

3. Electrical and Acoustic Characteristics.

Test condition: 15~ 35 C, 25% ~ 85% RH, 860~1060 mbar
MR SefE: 15~35 “C, 25%~85%RH , 860~1060mbar

ltems Specification
i Mtk
Rated Voltage 12VDC
BT L
Operating Voltage 8~15VDC
2 TAERE
3 EA%'R?LM Current 30mA/12VDC
e HL
Resonant Frequency 2 3+ 0.3KHz
HESE 503
. EAi&Sdgund Pressure Level 85dB/12VDC/10cm
BE s
Tone Nature
6 =

Continuous ( H.#%)

Case Material/Color
PBT/BLACK
T etk /
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4. Reliability Test

After test(1~7item), the Buzzer S.P.L . difference shall be within + 10dB,Frequency

difference shall be within +0.5KHz. and the appearance not exist any change to be harmful
to normal operation(e.g. cracks,rusts,damages and especially distortion).

FEL-TIORSG 5, NS5 1K P I AR AE £ 10dB 2N, MIRARAE &

0.5KHZZ W . AWM (Biltn: JTE. B85, . BRSNS

[tem

Specification

High Temperature
Test

e

After being placed in a chamber with +85+2°C for 240 hours
and then being placed in natural condition for 2 hours, sounder
shall be measured.

JICE TR +85 £ 2 °C I HEAR ) 240 /N, ARSI, AE TR R
B2/ E S DU s

Low Temperature
Test

iR

After being placed in a chamber with -40+2°C for 240
hours and then being placed in natural condition for 2
hours, sounder shall be measured.

JECEL L -40 2 2 C IV AR A 240/, SRR HCHE, 7R B
JBCE 2/ e, U

Humidity Test

i PTARN v

After being placed in a chamber with 90 to 95%R.H. at +60+ 2
‘C for 240 h and then being placed in natural condition for 2h ,
sounder shall be measured.

W= i E TSN 90~95%R.H, % h60 £2° CiRIAHH
240/, ARJRAEIEH KRS MK 2/ ), AT

Thermal Shock
Test

At

After being worked in a chamber at +85+2 “C for 1 hour,
then sounder shall be placed in a chamber at -40+2 C for 1
hour(1 cycle is the below diagram).

After 10 above cycles, sounder shall be measured after being
placed in natural condition for 2 hour.

FrE i BT 85+ 2 CikIA P, S TAE LI, REK~HET
40+ 2 CIAKAEH, B IL/ELIY, @ 10MEH )G, EIEH K
R T IR 2/ 6F, JEAT 05

20 Sec.
ﬁ_'?ﬁ
T

1 hour 1 hour

+85 C
-40 'C
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4. Reliability Test
Item Specification
o Sounder shall be measured after being applied vibration of
Vibration amplitude of 1.5mm with 10 to 30Hz band of vibration frequency
Resistance to each of 3 perpendicular directions for 2 hour.
At PRI A 1.5mm, S 4 10~30Hz, = ANANFEFHT 5950 2/
I, e AT
Sounder packed in the carton are dropped in six direction
Drop Test from the height of 80cm to the concrete floor.
sap P& = 1280 cm, 61> AN [ 7 i) AR kv B K Ye e, s i b AT
BRI =
Lead terminals are immersed in rosin for 5 seconds and then
Solderability immersed in solder bath of +260+ 5° C for 3+ 0.5 seconds.
TR PR ENRAFA R 5FP, ARG TR +2602 5° CI# Y1 3+ 0.550,
ST R I N i RO WIS AL
Terminal The force 10 seconds of 9.8N is applied go each terminal in
Strength Pulling axial direction.
i AT HEH &S 9.8NFL ), i i) 1048, B ICHR BRI v 55
B4
ST 12VDC/240/)NE}
continuum run 12vDC//240hours
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5. Measurement Block Diagram & Response curve

DC Power Supply Multimeter
B s FLIE JI &
Fregnency Counter
it
N
Buzzer
—_— Sound Meter
e gt
10cm
/
92dB 40mA
/ B P
91 30mA
|~
—T
90 = 20mA
8 12 15vDC
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6. Structure
6 5 3
1 4 2
6 Case
Ak 1 PBT
T Core E
5 T B 1 e
Coil
4 28 1 QANR
Magnetic ring
> B 1 _—
PCB with pin
2 S ENHIR 1 —
Diaphragm
! i 1 —
Part Name . Material SGS
No. 7l 2 QTY b g

Ningbo Kepo Electronics Co.,Ltd.

http://www.chinaacoustic.com



http://www.chinaacoustic.com

Specification for Magnetic Buzzer Page 8/10

Revision No. 1.0
Model No. : KPX-G1212A-K9796 Drawing No. | OEM9796R
7. Dimensions
WA B PCBAR 1 AT S 1
(Layout of buzzer on PCB)
L min® 14
N

: L0
o | S
S| 2 | S KEPO
H o | <
o \
T
I
i i -
Lo 2-00.6+ 0.05
o _
B
L0
waterproof seal V2.6

FIRST ANGLE PROJECTION
UNIT : mm

= @ Tolerance : +0.5
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Specification for Magnetic Buzzer

KPX-G1212A-K9796

Model No. :

8. Packing

QTY: 500Pcs

QTY: 100Pcs

QTY: 6000Pcs

425x400x315mm
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9. Revision
Ff\lec:’_' DATE | PAGE DESCRIPTION SIGN
1.0 2013.07.10 10 primary
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