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REVISION RECORD
REV| ECN | DESCRIPTION [ DRFT [ DATE
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DISCONNECT ~POWER Not Pre-tightening oS L(r)s E;.gh;%nﬁn@ Pre—tightening
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@ DEGSON (G After A 912.0 9712
YX-CN-M206-12  [PB8 | Revison B 8.0 #5.5~8
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mm’ | AWG N 8 M20*1.5 Joint seal ring 2 E013H0300AH 1 |siticon rubver
0.34 29 15 7 M20%1.5 Compacting joint E013G0300CH 1 PA66 Purchase
0.5 20 20 6 M20%*1.5 Joint component E013GO300AH 1 PA66
NOTES Static Pull-out 0.75 18 20 5 DG10OHS Slotted screw S000003000 6 STEEL M3/Zn Plated
1.Rated Voltage/Limit Current : 450V / 24A Force L0 18 35 4 DGBOT Copper pillar 2 X000000040 3 BRASS Ni Plated
Z_Tightoning TOquO . Ms’ O4Nm ’ 16 m 3 Main current carrier cover for splitter E013F0300AH 1 PAG6+25%GF UL94-V0
i';l.dkgm borc: (é)f MZUIStlcol;e Cable :IEC60352-2 1.5 = 2 Main current carrier of splitter FO13E0300AH 1 PA66+25%GF
.Wire Range : 1.0~2.5mm 14
5.1Ingress Protection : |IP68 25 1 Circular splitter main body E013A0300AH 1 PAG6 UL94-V0
6.0perating Temperature : —40°C~+105°C mm * AWG kg ITEM NAME OF PART NO. OF PART |Q"TY[MATERIAL| NOTES
7.Stripping Length : 6.5~8.0mm CART NO- ]
8.Joint Outlet Range : 6.0~12.0mm 0.34 22 0.2 ;X7C7N7M2076712 ﬁ TR A AT R 2 ]
9.Ingress Protection: IP68 5 bar (50m/1h) 0.5 20 0.3 " DEGSON® NINGBO DEGSON ELECTRICAL CO., LTD
10.Undimensioned Tolerances: 0.3 0.75 18 0.4 % APPD: NAME:
Rotate Pull-out - ‘ 8 cnro. M20 3 core straight waterproof connector
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Force 1.0 18 0.4 5
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