
SPECIFICATION
Current Rate:0.4 AMP
Insulation Resistance:100MΩ Min.
Contact Resistance:45mΩ Max.
Dielectric Voltage:300V AC for one minute
Operation Temperature:-25°C to +85°C

MATERIAL
Insulator:Polyester,UL 94V-0
� Standard:Nylon 6T
Contact Pin:Phosphor Bronze
Contact Plating:Gold Plated
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� N:Nylon Natural U:RoHS + Nylon 6T� G:Gold 3u” � R:Tape & Reel

TB B 6 X - X U-XNXX0 XXX

� P:With Peg

O:W/O Peg

No. of Contacts
(60,80,100)

M:Male
F:Female

21:Insulator Height H=2.1mm

Male Insulator Height

24:Insulator Height H=2.37mm

Female Insulator Height

Insulator Height

No. of
Contacts Dim. A Dim. B Dim. C

60 17.40 24.60 22.20
80 23.40 30.60 28.20

100 29.40 36.60 34.20

No. of
Contacts Dim. A Dim. B Dim. C

60 17.40 24.60 22.20
80 23.40 30.60 28.20

100 29.40 36.60 34.20

Part No.:BTB06M21-XX-U

Part No.:BTB06F24-XX-U

Board To Board Male 0.6mm H=2.1mm

Board To Board Female 0.6mm H=2.37mm

Radiotech Tel.: (+7 495) 795-08-05
E-mail: info@rct.ru
Web: www.rct.ru


