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.I_ 0.48 Specifications
Electrical
© Voltage Rating: 5S0VAC DC ©
Current Rating: 1.0A AC DC (AWG 28)
ircuit No.3 Contact Resistance: Initial value/20ml] max ||
] ’ After environmental testing/40ml] max
Circui Insulation Resistance: 100M0 min
ircuit No.1 o
/. / Temperature Range: -25C~+85°C o
= ARY| Withstanding voltage:500V AC/minute
N Material and Finish
~ Header contact:Phosphor bronze,nickel-undercoated, | |
I " gold-plated or tin-plated
(__/E N Water:Glass-filled polyamide,UL94V-0,natural(ivory)
0.7 Solder tad:Brass,copper-undercoated,tin/lead-plated =
B |15
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g _ Poles Part No. Dg‘nensmn mnm (11;1')
- H * \ 00 20 00GI-2MR20_|_9.0 13. —
- :-0\ 30 00G1-2MR30 14.0 18.
™~ S 40 00GI-2MR40_|__19.0 23.
e 9 % % 50 00G12MR50 | 24.0 28. o
1.0+0.1 1 85+ 0.1
— 0.85£0.1 o
Recommended P.C. Board pattern dim.
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ReV Descrlptlon/Date Drawn By- Storm-ll Customer. Thlrd angle ProJectlon _@_g X+0.3
— /\ Checked By:Simmon ) ) ta: | XX20.1 [T
Y Part No.: 100G1-2MR XX General Dimension Tolerance Units: XXX+
min .
A\ Approved By: Tony : H
= Title: 1.00 mm Wire to Board
SGS Report No.: CE/2005/63612D Itle: Wofer SMT 90° Type
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