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Electrical
U L L U U U Current Rating: 1A AC, DC [aa]
L] | |V Voltage Rating: 125V AC/ max.
Operating Temp.: -25°C ~ +85°C L
Insulation Resistance: 1000M €2/ min.
Dielectric Withstanding Voltage: 250V AC/ min.
Contact Resistance: 20m €2/ max. ©
Material ||
5 50 Material: Nylon66, UL94V-0
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Poles [Part No. %Ime SIOB
2 [125B1-Ho2 3.05 1.25 —
3 [125B1-H03 4.30 2.90
4 [125B1-H04 5.55 375
5 [125B1-H0S 6.80 5.00 -
6 125B1-H06 8.05 6.5
7 |125B1-H07 9.30 7.90
8 125B1-H08 10.55 8.75 ]
0.90|1.25 9 [125B1-H09 | 1180 10.00
10 [125B1-H10 13.05 11.25
11 [125B1-H11 14.30 12.50 &
12 [125B1-H12 15.55 13.75
o - 13 [125B1-H13 16.80 15.00 ||
Ip) - Y -4 14 [125B1-H14 18.05 16.25
S e = 15 f1esBihs | 19.30 | 17,50
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Rev Description/Date |Drawn By: Storm.li |Customer: Third angle projection —@—G ?()&0‘30
Checked By:Si it XX£0.15 [
AN ecxe Y:OIMMON| 5.1t No.: 125B1-HXX General Dimension Tolerance UIIIIIIIES XXX+0 08
2\ Approved By: Tony - —
SGS Report No.: CE/2005/63004C Title: 1.25mm Wire to Board Housin
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