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Material: Nylon 66 UL94V-0 A
Accept 125G2-TP (GP)Terminal
Mate with 125G2-D(M)Seriees header ||
3.20 Current Rating: 1A AC, DC
Voltage Rating: 100V AC/ max.
Contact Resistance: 20m €2/ max. ©
Insulation Resistance: 500M €2/ min.
Dielectric Withstanding Voltage: 500V AC/ min. -
o Operating Temp.: -25°C ~ +85°C
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Dimension mm (in.)
2.70 Poles Part No. A 1
2 125G2-TH02 4.00 1.25
3 125G2-1H03 5.25 2.50 [
4 125G2-1H04 6.50 3.75
T 5 125G2-1H05 7.75 5.00
e e = — o 6 | 125G2-1H06] _ 9.00 6.25
+ F N 7 [ 15601007 10.25 750 —
[ ] 8 | 125G2-1HO8 11.50 8.75
- Jél} Jé;} S R ol Sl el ol el o 9 [ 125G2-1H0| __12.75 T0.00
10 125G2-1H10 14.00 11.25 &)
L 11 [ 125G2- 011 15.25 12.50
12 125G2-1H12 16.50 13.75
13 125G2-1H13 17.75 15.00 ]
14 125G2-1H14 19.00 16.25
15 125G2-1H15 20.25 17.50 e
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