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REVISION

REV.

DESCRIPTION

DATE

SPECIFICATIONS
. Voltage Rating : 125V AC/DC
. Current Rating : 1A AC/DC
. Withstanding Voltage : 250V AC/minute
. Insulation Resinstance ; 100M S min
. Temperature Range : -40°C to +85°C
. Contact Resinstance : 20m §y max

HOUSING

. Part No. : 125G6-XX

. Poles : 2~30

. Material : PBT UL 94V-0
.Q'ty : 1,000 Pcs/Bag

2 8 o DIMENSIONS
| g POLES PART NO. A B C
2 125G6-02 125 272
3 125G6-03 250 | 3.97
4 125G6-04 375 522 2.50
5 125G6-05 500 | 647 | 3.75
1.80 6 125G6-06 6.25 772 5.00
7 125G6-07 750 | 897 | 6.25
8 125G6-08 8.75 1022 ] 7.50
9 125G6-09 10.00 | 1147 | 8.75
10 125G6-10 1125 |12.72 | 10.00
15 125G6-15 17.50 | 18.97 |16.25
Y 20 125G6-20 2375 12522 12250
[V Ei Ei Ei Ei Ei Ei Eﬂ Ei EiE Ei Eﬂ 25 125G6-25 30.00 [31.47 |22.50
JO 30 125G6-30 36.25 |37.72 |22.50
GENRAL DIMENSON XX X.XXX
TOLERANCE 1030 10.10
DRAWN BY: Storm.Li Customer: THIRD ANGLE PROJECTION -@—EI— UNITS: mm
CHECKED BY: Simmon Zhang | Title: Wire to board connectors
APPROVED BY: Tony Chou | p/NO: 125G6-XX




