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Electrical <
Current Rating: 2.5A AC, DC |
Voltage Rating: 250V AC/ max.
2,90 Q Operating Temp.: -25°C ~ +85°C a
M Insulation Resistance: 1000M €2/ min.
7| rl\ DD Dielectric Withstanding Voltage: |
— H Y o 800V AC/ min. 5
\ P.C.Board Layout Contact Resistance: 10m €2/ max.

2.50 \0.64 Square Pin Mat¢r131 , B
Terminal Material: ~

Brass, Copper-Undercoated. Tin-plated
3.80 Material: Nylon 66, UL94V-0 -

mEy i M M M m ] Dimension mm
Poles| Part No. A B ||
2 250G1-vV02 | 2.50 | 7.50
250G1-V04 | 7.50 | 12.50
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250G1-V03 | 5.00 | 10.00 | |=
250G1-V05 | 10.00 | 15.00 | L
250G1-V06 | 12.50 | 17.50
250G1-V07 | 15.00 | 20.00
250G1-V08 | 17.50 | 22.50 | [°
250G1-V09 | 20.00 | 25.00
10 | 250G1-V10 | 22.50 | 27.50
11 | 250G1-V11 | 25.00 | 30.00
12 |250G1-V12 | 27.50 | 32.50
B 13 | 250G1-V13 | 30.00 | 35.00

14 |1250G1-V14 | 32.50 | 37.50 m
15 [250G1-V15 | 35.00 | 40.00
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Rev| Description/Date |Drawn By: Storm.li |Customer: Third angle projection —@—G X)&O ©

2\ Checked By:Simmon Units: | XX£0.20 [

Part No.: 2o0G1-V XX General Dimension Tolerance
N\ Approved By: Tony mm | XXX£0.10

SGS Report No.:CE/2005/62993D Title: 2o0mm pitch 180°Wafer
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