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SPECIFICATIONS
< Electrical
%E IS Current Rating: SA AC, DC
= %® Voltage Rating: 250V AC, DC
<> Operating Temp.: -25°C ~ +85°C
S
@ Insulation Resistance: 1000M 2/ min.
@ Dielectric Withstanding Voltage: 1500V AC/ min.
Contact Resistance: 10m 2/ max.
Material
Material: Nylon66, UL94V-0
A
B Poles| Part No. Dgnension mm (gl.)
2| 508G2-H02 10.16 508
508 1.30 3 508G2-H03 15.24 10.16
(pitch) 4 508G2-HO4 20.32 1524
5 508G2-H05 25.40 2032
N 15 6| 508G2-H06 30.43 25.40
Eﬂ Eﬂ Ej Eﬂ Eﬂ j v 1 7 508G2-H07 35.56 30.48
= 0 8 | 508G2-HO8 40.64 35.56
OO0 [0 [0 ol [0 T 9 508G2-H09 45.72 40.64
10 | 508G2-HI0 50.80 4572
11 | 508G2-Hil 55.88 50.80
16.00 12| 508G2-HI2 60.96 55.88
13 | 508G2-HI3 66.04 60.96
14| 508G2-H14 7112 66.04
15| 508G2-HI5 7620 7112
16| 508G2-H16 81.28 76.20
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