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REV. DESCRIPTION DRAWN CHECKED APPROVED
A NEW RELEASE YCH 06/04-/07’ a4
=N =N N B0 YN B9 “ o e— 1 “ NOTES:
/ ( 1. ELECTRICAL CHARACTERISTICS:
'\ \ o o 1.1 CONTACT RESISTANCE: 20mQ Max. INITIAL.
l M M 1.2 DIELECTRIC WITHSTANDING VOLTAGE: 500V AC(rms)
N\ <+ <+ FOR 1 MINUTE.
. 1.3 INSULATION RESISTANCE: 1000MQ Min.
* ! ! 2. ENVIRONMENT CHARACTERISTICS:
2.1 OPERATING TEMPERATURE: 0°C~+85°C.
2.2 STORAGE TEMPERATURE: —20°C~+70°C.
N*2.04+0.50 _
i 3. PRODUCT NUMBER CODE:
(N*W)*ZO DS1026-02 — X X X X X
'L CONTACTS TYPE
Z.OOiO.W R:RIGHT ANGLE

HOUSING COLOR

05*02 B:BLACK

CONTACT PLATING

N

‘ / 8: FULL GOLD FLASH
| ——— CONNECTOR TYPE
S:SOCKET
‘ —— No.OF CONTACTS
T M M 7 M M M1 111740
7 d\ SERIES No.
@‘\ s @) DS1026—02
o
1 3

(N=1)*2.040.05
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Y Y i ggg;r SIZE TZ” SERES | DS1026-02 SERIES
X 038 X 13 -
Recommend PCB layout XX +0.25 X 12
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