1 [ 2 3 4 7 9 10 _ 11 [ 12 [ 13 | 14
<
— - 2510
4.80 11.10
M 1 - «w _ 0 Material: Nylon 66 UL94V-2
2 m.‘ i =) Current rating:5A AC,DC Max
— Yy = = Voltage Rating:250V AC,DC Max
) 750 — Contact resistance:15mQ Max
&) - — 1200 Insulation resistance:1000M Q Min
Withstanding voltage : 1500V AC/Minute
L WWI158A-M02(5A/250V) WWI158A-M06(5A/250V) ‘H@Bﬁ@ﬁmgﬁo HWEW@TNMO Cto +85°C
Applicable panel thickness: 2 mm max
a 2510 25.10
11.00 11.10
| 04 (1 ‘ _ U S _
3 = 3 =
Ny < M <
7.20
— - 2510
. WW158A-MO3(5A/250V) WWI158A-MO9(5A/250V) | 110
]
S | (
25.10 J - |
2500 & HJ
1110 11.10 ]
© | : ﬁ T ﬁ ﬁ
| a8 = -
:leh - T
= 5 _ ( (
—1720] WWI58A-MI15(5A/250V)
WW158A-MO4(5A/250V) WW158A-M12(5A/250V)
Rev U@woiﬁﬁOD\Umg Drawn Wv\” Storm.li Customer: Third M—DM—O UHO@OOQOE @Ml GMH:H.M
— Checked By:Si . \ : .
A ccked By:simmon Part No.: WW158A-M Series General Dimension Tolerance »w.wm o »ﬂ.ﬂwx
A\ Approved By: Tony
SGS Report No.: KA/2004/80788/A-2 Tide: _|_ ousIn @ )
1 _ 2 [ 3 _ 4 [ 7 [ 8 [ 9 10 [ 11 [ 12 [ 13 [ 14






