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Brightking's SAT36A05L05 series of Transient Voltage Suppressors(TVS)

DESCRIPTION

are designed to protect sensitive electronics from damage or latch-up due

to ESD and other voltage induced transient events.They are designed for

use in applications where board space is at a premium.    Each device will

The low profile SOT-363 package allows flexibility in the design of crowed

protect up to five lines.   They are unidirectional devices and may be used

on lines where the signal polarities are above ground.

circuit boards.

SAT36A05L05                         

������ ��	

����
����� ���	

APPLICATIONS

Cell phone handsets and accessories

Personal digital assistants (PDA's)

Portable instrumentation

Set Top Box (STB)

Servers,notebook,and desktop PC
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SPECIFICATION FEATURES

IEC61000-4-2 ESD 15KV Air,8KV contact compliance

Small SOT-363 surface mount package

Protects five unidirectional lines

Peak power dissipation of 100W under 8/20 s waveform

Working voltage : 5V

Low leakage current

Low operating and clamping voltages

Solid-state silicon avalanche technology

Lead Free/RoHS compliant
Solder reflow temperature:Pure Tin-Sn,260-270
Flammability rating UL 94V-0
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MP3 player

                         
 
                          

I/O 1
I/O 2

                         
 
                          

Digital cameras

I/O 3
I/O 4

Key Pad Protection

SAT36A05L05

IC

I/O 5
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MAXIMUM RATINGS

Rating Symbol Value Unit

Peak pulse power (tp=8/20 �s waveform)

ESD voltage (HBM contact)

ESD voltage (AIR contact)

Storage & operating temperature range

Ppp

VESD

TSTG ,TJ

100 W

±8

KV

±15

-55~+150

ELECTRICAL CHARACTERISTICS ( )TJ =25

SAT36A05L05 (Marking : WF)

Parameter Symbol Condition UnitMax.Typ.Min.

Reverse stand-off voltage

Reverse breakdown voltage

Reverse leakage current

Clamping voltage (tp=8/20�s)

Off state junction capacitance

VRWM

VBR

IR

VC

CJ

IBR =1mA

VR =5V

IPP =1A

0Vdc,f=1MHZ
between I/O

pins and GND

5 V

6 V

5 A�

9.8 V

pF50

each I/O pin

SAT36A05L05

Revision:21-Dec-11



TYPICAL CHARACTERISTICS CURVES

d d

b

%

10.000

1.000

100

10
0.1 1 10 100 1,000 10,000

www.brightking.com

                         
 
                         
 
                         
 
                          

                         
 
                         
 
                         
 
                          

                         
 
                          

SAT36A05L05
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YPACKAGE AND SUGGESTED PAD LA OUT DIMENSION
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SOT-363 (unit:mm)
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DIMENSIONS 

SYMBOL 
INCHES MILLIMETERS 

MIN MAX MIN MAX 
A 0.073 0.085 1.85 2.15 
B 0.051 1.30 
C 0.026 0.65 
D 0.075 0.091 1.90 2.30 
E 0.043 0.055 1.10 1.40 
F 0.006 0.012 0.15 0.30 
G - 0.004 - 0.10 
H 0.010 - 0.25 - 
I 0.004 0.010 0.10 0.25 
J 0.031 0.039 0.80 1.00 
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