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50A 32V AC (1A) 35A 32V AC (1.2A-5A)
50A 32V DC (1A) 35A 32V DC (1.2A-5A)
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TECHNICAL PARAMETERS/ A& : Dimensions/ Rt : Unit {i: mm
SAFETY APPROVALS
CURRENT REINIE REFERENCE TOPVIEW/ £/ :
CATALOG NO. — (A*.Sec) 16+0.2
BRES e UR cUR IZ%R;I—;)@ e
L1 12 L1 12 I
06T-010L 1A ° ° 0.061 0.86 0.1
06T-012L 1.2A ° ° 0.100 |
06T-013L 1.25A ° ° 0.106
06T-015L 15A ° ° 0.145 0.35£0.15 0.35£0.15
06T-016L 1.6A [ J [ 0.156
06T-020L 2A ° ° 0.265
06T-025L 2.5A [ J [ 0.453 SIDE VIEW/ {liE :
0.35+0.15
06T-030L 3A [ J [ 0.952
06T-032L 3.15A ) ) 0.990 0.45+0.2 0.48+0.1
1
06T-035L 35A ° ° 116
06T-040L 4A o [ 1.38
06T-050L 5A ® ® 2.53 Standards/ #54E: UL 248-1, UL 248-14
@ DENOTES FOR APPROVED @ RTREFREINE Operating Temperature/ T{ERE: -55°C ~90°C
L1 DENOTES FOR 32v LLfUE 32 Storaging Temperature/ fi§72:2E: -55°C ~85°C
L2 DENOTES FOR 63V L2 X5 63V . .
Resistance to soldering heat/ fif(&#&#14%: 260°C, 10s Max.
ELECTRICAL CHARACTERISTICS/ BB &514 : Solderability/ AT#81%: 235°C £5°C , 3.55+0.5/-0s
9% of CURRENT RATING BLOWING TIME
FUERTRAY % Jaayie) 06T AVERAGE I-T CHARACTERISTICS CURVE
100% 4 hours Min. =R 4 /0BT (FOR REFERENCE ONLY)
o~ 1 second Min. =R 1 06T 45 I-T BhkE ({Rft8%)
° 120 seconds Max. =8 120 %
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300% 0.05 seconds Min. Ei? 0.05 % T3¥2g
3 seconds Max. =€ 3 1000
0.0005 seconds Min, & 0.0005 % IIRERNEA
800% g 100
0.05seconds Max. I8 0.05 %> \ \
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PACKING/ 3%: 10 \ \‘ \\ \
5,000 PIECES TAPED AND REELED IN ONE BOX = \\ \\‘ A \" '\\'\\
5% 5000 AL, A EEA ) = 1 LA L
BOX SIZE/ @& R~T: 7 & \ R\
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