
Continuous EPDM Seal
for G1XX & G1XXMF Aluminium Boxes use

G104-IP67

G104MF-IP67

EXTERNAL
DIMENSION(mm)

47.9 X 42.9 X 1.6
87.4 X 33.4 X 1.5
95.5 X 61.4 X 1.7
61.6 X 55.2 X 1.7
52.6 X 38.1 X 2.0
112.3 X 62.3 X 1.6
120.1 X 75.4 X 1.9
120.1 X 75.4 X 1.9
146.3 X 60.3 X 1.5
76.7 X 71.7 X 1.5
112.3 X 62.3 X 1.6
99.6 X 49.6 X 1.5
112.3 X 87.1 X 1.8
144.8 X 104.9 X 1.5
155.3 X 95.3 X 1.5
155.3 X 95.3 X 1.5
172.1 X 77.1 X 1.5
167.9 X 117.8 X 1.9
197.1 X 117.1 X 1.5
221.0 X 144.2 X 2.2
221.0 X 144.2 X 2.2
118.2 X 118.2 X 1.7
156.2 X 156.2 X 1.6
256.7 X 156.7 X 1.7

G101SEAL
G102SEAL
G103SEAL
G104SEAL
G105SEAL
G106SEAL
G107SEAL
G108SEAL
G109SEAL
G110SEAL
G111SEAL
G112SEAL
G113SEAL
G115SEAL
G116SEAL
G117SEAL
G118SEAL
G120SEAL
G123SEAL
G124SEAL
G125SEAL
G137SEAL
G139SEAL
G155SEAL

EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM
EPDM

ITEM No. MATERIAL
Example

G101 SEAL

G102 SEAL

G103 SEAL

G104 SEAL

G105 SEAL

G106/G111 SEAL

G107/G108 SEAL

G110 SEAL

G112 SEAL

G113 SEAL

G115 SEALG116/G117 SEAL G118 SEAL

G120 SEAL

G123 SEAL

G124/G125 SEAL

G137 SEAL

G139 SEALG155 SEAL

G109 SEAL



G101-Seal

G103-Seal

G105-Seal

G102-Seal

G104-Seal

According to ISO 2768-m
Measuring  DIM=L Tolerances

0.5<L<=3.0mm 0.1mm
3.0<L<=6.0 mm 0.1mm
6.0<L<=30.0 mm 0.2mm

30.0<L<=120.0 mm 0.3mm
120.0<L<=400.0 mm 0.5mm
400.0<L<=1000.0 mm 0.8mm

47.93mm 1.887in

m
m39.24

ni096.1
A

A

1.60mm 0.063in

SECTION  A-A
SCALE  2 : 1

87.40mm 3.441in

m
m04.33

ni513.1

A

A

1.50mm 0.059in

SECTION  A-A
SCALE  1.5 : 1

95.46mm 3.758in m
m24.16

ni814.2

AA

AA

1.70mm 0.067in

SECTION  A-A
SCALE  1 : 1

61.60mm 2.425in

m
m02.55

ni371.2

A

A

1.70mm 0.067in

SECTION  A-A
SCALE  1.5 : 1

52.62mm 2.072in

m
m21.83

ni105.1

A

A

2mm 0.079in

SECTION  A-A
SCALE 2 : 1



G106 / G111-Seal G107 / G108-Seal

G109-Seal

G112-Seal

G110-Seal

According to ISO 2768-m
Measuring  DIM=L Tolerances

0.5<L<=3.0mm 0.1mm
3.0<L<=6.0 mm 0.1mm
6.0<L<=30.0 mm 0.2mm

30.0<L<=120.0 mm 0.3mm
120.0<L<=400.0 mm 0.5mm
400.0<L<=1000.0 mm 0.8mm

112.31mm 4.422in

m
m13.26

ni354.2

1.60mm 0.063in 120.11mm 4.729in

m
m14.57

ni969.2

A

A

1.90mm 0.075in

SECTION  A-A
SCALE 1 : 1

146.30mm 5.760in

m
m03.06

ni473.2

A

A

1.50mm 0.059in

SECTION  A-A
SCALE 1 : 1

76.73mm 3.021in

m
m37.17

ni428.2

A

A

1.50mm 0.059in

SECTION A-A
SCALE  1 : 1

99.62mm 3.922in

m
m26.94

ni459.1

A

A

1.50mm 0.059in

SECTION  A-A
SCALE  1 : 1



G116 / G117-Seal G118-Seal

G115-SealG113-Seal

G120-Seal

According to ISO 2768-m
Measuring  DIM=L Tolerances

0.5<L<=3.0mm 0.1mm
3.0<L<=6.0 mm 0.1mm
6.0<L<=30.0 mm 0.2mm

30.0<L<=120.0 mm 0.3mm
120.0<L<=400.0 mm 0.5mm
400.0<L<=1000.0 mm 0.8mm

144.83mm 5.702in

m
m39.401

ni131.4

A

A

1.50mm 0.059in

SECTION  A-A
SCALE 1 : 1

155.30mm 6.114in

m
m03.59

ni257.3

A

A

1.50mm 0.059in

SECTION  A-A
SCALE 1 : 1

172.14mm 6.777in

m
m41.77

ni730.3

A

A

1.50mm 0.059in

SECTION  A-A
SCALE  1 : 1

167.88mm 6.610in

m
m48.711

ni046.4

A

A

1.90mm 0.075in

SECTION  A-A
SCALE  1 : 1

112.30mm 4.421in

m
m01.78

ni924.3

1.80mm 0.071in



G124 / G125-Seal

G139-Seal

G155-Seal

G137-Seal

According to ISO 2768-m
Measuring  DIM=L Tolerances

0.5<L<=3.0mm 0.1mm
3.0<L<=6.0 mm 0.1mm
6.0<L<=30.0 mm 0.2mm

30.0<L<=120.0 mm 0.3mm
120.0<L<=400.0 mm 0.5mm
400.0<L<=1000.0 mm 0.8mm

221mm 8.701in

m
m02.441

ni776.5

A

A

2.20mm 0.087in

SECTION A-A
SCALE  3 : 4

118.20mm 4.654in

m
m02.811

ni456.4

A

A

1.70mm 0.067in

SECTION  A-A
SCALE  1 : 1

156.20mm 6.150in

m
m02.651

ni051.6

A

A

1.60mm 0.063in

SECTION  A-A
SCALE 3 : 4

256.68mm 10.106in

m
m86.651

ni961.6

A

A

1.70mm 0.067in

SECTION A-A
SCALE 3 : 4

G123-Seal

197.13mm 7.761in

m
m31.711

ni116.4

1.50mm 0.059in


