
СУПЕР ЯРКИЕ СВЕТОДИОДЫ. Размер 2x5 мм, 5 мм, 5мм.
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Package Dimension
Tolerance: +0.25 (0.01)

Unit: mm (inch)

2R53SDA-9 Red GaA|As Red Diffused 660 175 ~ 250 -40 ~+85 120

2R53SDB-9 Red GaA|As Red Diffused 660 250 ~ 350 -40 ~+85 120

2R53SCA-9 Red GaA|As Water Clear 660 600 ~ 900 -40 ~+85 40

2R53SCB-9 Red GaA|As Water Clear 660 900 ~ 1100 -40 ~+85 40

2G53SD-9 Green GaP Green Diffused 568 30 ~ 50 -40 ~+85 120
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2G53SC-9 Gree GaP Water Clear 568 80 ~ 250 -40 ~+85 40

5R53SCA-10 Red GaA|As Water Clear 660 600 ~ 900 -40 ~+85 125

5R53SCB-10 Red GaA|As Water Clear 660 900 ~ 1100 -40 ~+85 125

5R3UC-10 Red GaA|As Water Clear 660 1200 ~ 1400 -40 ~+85 125

5G3SC-10 Green GaP Water Clear 568 80 ~ 250 -40 ~+85 125
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5Y3SC-10 Yellow A|Ga|nP Water Clear 590 1000 ~ 1500 -40 ~+85 125

5R3SCBR2310 Red GaA|As Water Clear 660 1300 ~ 1600 -40 ~+85 70/25

5R3UCR2310 Red GaA|As Water Clear 660 2000 ~ 3500 -40 ~+85 70/25

5G3SCG2310 Green GaP Water Clear 568 100 ~ 300 -40 ~+85 70/25
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5Y3SCY2310 Yellow A|Ga|nP Water Clear 590 2000 ~ 3500 -40 ~+85 70/25

РАДИОТЕХ
Тел.: (495) 795-08-05
Эл. почта: info@rct.ru
Веб: www.rct.ru


