!ﬁ Ningbo Sunpu Opto LED SPECIFICATION

Semiconductor Co., Ltd.

OBSERVE PRECAUTIONS
FOR HANDLING

ELECTROSTATIC
\ DISCHARGE
SEMSITIVE
DEVICES

> Features/4#1ik - - <—»[—4.8

A ATTENTION Part NO./@‘%‘: SL-522BGCDE-090

® Single color/™.{f

® High bright output/= 545 i =2

® Low power consumption/{ik I FE TT B L iy

® High reliability and long life/ ’ ;
DERTTNEETES ) :

3
> Descriptions/#iik: 5 3 ]
® Dice material/:ts i #)i: InGaN % 0501
® Emitting Color/ &t 5ifh - +—U

Super Bright Blue Green/ =525 54t ——--2.5410.1
® Device Outline/;= i 4MNE

¢Smm Round Type/ 5Smm [P 1. All dimensions are millimeters/®.47.: mm.

® Lens Type JIKIKREI(E 2. Tolerance is +/-0.20mm unless otherwise noted/
. BATARVE 123 223 4 +0.20mm.
Water Clear/ (0% ]

> Directivity/$g [a) 454 -
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!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No./B!5: SL-522BGCDE-090

> Absolute maximum ratings/f%[R 2% (Ta=25C)

Parameter Symbol Test Condition Values Zuid Unit
S8y e AR 4% 1 o |
Reverse Monage VR IR=30uA 5 - v
" LA i N B
Pow%r:I %%?I <ation Pd 920 mwW
Pulse Gt lpeak | Duty=0.1mS, 1kHz | - 100 mA
operaIti?E%ﬂélreEmygature Topr -40 +85 T
Stora}i % %%n%%ature Tstr 40 +100 e

> Electrical and optical characteristics/JtH.2% (Ta=257C)

Parameter Symbol Test Condition values AL Unit
ZH (K ) Min. Typ. Max. AL

Forvaa[rtﬂd %/%tage VE IF=20mA - | 32 | 35 %
Rev}eirsnme Egg%rent IR VR=5V 30 uA
Dominatie?)/i}/@/elength A IE=20mA 500 505 510 nm
Peaﬁg}/ﬁay;jéngth Ap IF=20mA - | 500 | - | nm
Spectral Line paltwidth |, IF=20mA — | 3 | — | nm
Luminﬁg}uﬁsﬁ!ﬁn}gnsity v IF=20mA - 9500 mcd
Viewing fingle 20 112 IF=20mA — | 26 | - | deg.
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=] Ningbo Sunpu Opto
od I Semiconductor Co., Ltd. LED SPECIFICATION

Part No./B!5: SL-522BGCDE-090

> Typical electrical/optical characteristic curves/Jt EA% i i £ .
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=] Ningbo Sunpu Opto
od I Semiconductor Co., Ltd. LED SPECIFICATION

Part No./&!5: SL-522BGCDE-090
> Relibility Analysis/A] fE MR
The reliability of products shall be satisfied with items listed below/;= i (1) ] 5 N 1% 35 2
NSRRI -
Confidence level:90% ; LTPD :10%
® Test Items And Results/ill i35 H A1 3535

. Time/ _ .
No. ltem/T5i H Test Condition/JiR £ 1+ i Q’ty/¥i = | Standard/H| &
Resistance to .
i Tsld=235+5°C, 5sec 3mm from i
1 Soldering Heat / the base of the enoxv bulb 1 time 25 ALL PASS
BUp e by
. . 1times
2 | Solder ability/m] 51 Tsld=235+5C, 5sec 25 ALL PASS
Over 95%
-40°C—— 100°C
Temperature Cycle/ . .
3 | s 30min  ~ 30min 50cycles 100 ALL PASS
I A : :
The cut is not more than 2 min
High Temperature
4 | /High Humidity / 85°C/85%RH 1000hrs 100 ALL PASS
e
High Temperature i
5 N Ta=1007C 1000hrs 100 ALL PASS
Storage /il fil 17
Low Temperature .
6 o Ta=-40C 1000hrs 100 ALL PASS
Storage M i fif A7
7 DC Operation Life/ IF=20mA 1000hrs 25 ALL PASS
Azt ik

® Criteria For Judging Damage/#| Ik br

N Criteria for Judgement
item/ i ] Symgoll Testnjcztng?;ns J 5 A
= JRIREN S
Min./fz/IME | Max./[f KB
Luminous Intensity/-+ 5 Iv IF=20mA Iv*0.7 /
Forward Voltage/iF- i) Hi J1 VF IF=20mA / U.S.L*1.1
Reverse current/ J [fi] LI IR VR=5v / U.S.L*2

*U.S.L.: Upper Standard Level / |fJ
*L.S.L.: Lower Standard Level / [}

Head Quarter:N0.150,Xin Hui Road,Hi-Tech Park,Ningbo
Http: //www.sunpu-opto.com Rev: B/3 Page: 4 of 8

786




!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No./Z¢%5: SL-522BGCDE-090
> Label Form Specification/Fras#% 2 HE

= i
d SUNPU OPTO
P/N:

Rank : / /

Qty: pcs QC:

Date:

Lot No:
(TR

P/N: Customer's Production Number//= i 4 5
QTY: Packing Quantity/fu 2 %5 &=
Ranks: Iv/ WD/ V{
Iv: IvRank/5%/%; WD: Color Group/fi &; Vf: VfRank/Hi /&
QC: Quality Control chapter/)i # #5 H| &=
Date: mm /dd / yy
mm: Month/H; dd: Date/H; yy: Year/sF;

Lot No: Production batch Number/4: 7=t 5

> Lead Forming/m&jE

1. Any lead forming or bending must be done before soldering.
SCOR RS A ZHAE JE I 58 K o

2. When forming leads, there must be a minimum of 2mm clearance between the base of the LED lens
and the lead bend.

Wi B IR 2 KA TS SO

3. Avoid bending the leads at the same point more than once.
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!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No./B!5: SL-522BGCDE-090

G AR B IR B RS

4. During assembly onto PCB, the lead pitch of the LED must match the pitch of the mounting holes
on the PCB during component placement.

SCHSEIE 5 DRAIE 5 | BAIA (8] B 55 2 R AR b — 2

> Soldering Condition//&#: 41

Careful attention should be paid during soldering. When soldering, leave more then 2mm from solder
joint to case, and soldering beyond the base of the tie bar is recommended.

PRI TR AT, R S 2 LED R AR I A 2mm L E

Avoiding applying any stress to the lead frame while the LEDs are at high temperature particularly
when soldering.

£ LED AC T, FFAlR AR, TR G S s .

Recommended soldering conditions/#EF# (&8 14

Hand Soldering DIP Soldering
F LR AR
Temp.at tip of iron | 300°C Max.(30WMax.) | Preheat temp. | 100°C Max. (60 sec Max.)
SV ETRITNE Bl E300°C (ThAR | AR | Bl E100°C (AN 60
ANEIE30FL) )
Soldering time 3 sec Max. Bath temp. | 260°C Max
JRBE I ) IS [) AN R 3FD EARE | #i260°C.
Distance 2mm Min.(From Bath time. | 3 sec Max.
JRA solder joint to case) BIRIIE] | ANE L3R
KT22K OISR F
JBAA)
Distance 2mm Min
RIME | KT28K

> Cleaning/i& ¥k

1. Do not clean LEDs with water, Alcohol are recommended solvents for cleaning. When using other
solvents, it should be confirmed beforehand whether the solvents will dissolve the resin or not.

AERKEYE, MEREATERSE VUL, A0 FA I TS DL I . 2R oAl A 12 A v A 1S
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!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No./B!5: SL-522BGCDE-090

2. LEDs may be damaged by ultrasonic-washed. Before cleaning, a pre-test should be done to confirm
whether any damage to the LEDs will occur.

LEDA n] REAE@ A p i et B e IR o O T ORIE e 4, 7RSS BERT, ek,
> Storage/{&fF

1. Environmental temperature: -40°C---100°C, Recommended: -20C---50°C
WESE: -40°C---100°C, H#EFEMIH-20°C---50C;
2. Environmental humidity: 30%---70%, Recommended: 40%---60%

BT 30%---70%, E#E1l F40%---60%;
> Static Electricity/F#H

1. Static Electricity or power surge will damage the LED.
It is recommended that a wrist band or an anti-electrostatic glove be used when handling the LEDs.
Tt HL B R TR 51 LED
EUE A0 WA I O T M oty e B e R T
2. All production machinery and test instruments must be electrically grounded.
PP AP DL AR AR, A 2032
3. Maintain a humidity level of 50% or higher in production areas.
e 7 I S b TR A 50% B 7 B 1
4. Use anti-static packaging for transport and storage.

B A, e A fEAT .
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=] Ningbo Sunpu Opto
L;: Semiconductor Co., Ltd. LED SPECIFICATION

Part No./B!5: SL-522BGCDE-090

> Notes/%&1E

1. This datasheet will be update regularly, if there comes out any changes, pls confirmed by the latest
datasheet.

PA_E RS A 25 JEA T BB, AT oo, LAl A 15 0 M

2. When using this product, please observe the absolute maximum ratings and the instructions for
using outlined in these specification sheets. SUNPU assumes no responsibility for any damage
resulting from use of the product which does not comply with the absolute maximum ratings and the
instructions included in these specification sheets.

FEAE A S, ST 22 S A5 1 B R BIUE (AN T e, 0 RSB ™ i A
HH IR S5 R B A S AR T T I P A AN R R AETHE AR TEVE 2 .
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