!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.
ATTENTION
A __ATTENTION part No.: SL-522WCVM-0JM
FOR HANDLING
ELECTROSTATIC
\ DISCHARGE
N~ SENSITIVE _—T
m DEVICES T {

475*01@ 0.80£0.1
> Features/4F4E ; 1 |

. , 4,75%0.1 4,75%0.1
® Single color/*#.{%, 56501
® High bright output/ 2 i
® Low power consumption/fik LjkE /e0rbl
® High reliability and long life/ 1
AT A v e
> Descriptions/{##ii&: o
>
® Dice material/:ts 7 #4 fi:  InGaN g 14 Smin
g
® Emitting Color/& JtiJi(: S |
Super Bright White /5525 1 e
. , +01 4 _ N
® Device Outline/j i 41 Lape 050201
L osax0n
 5mm Round Type/ 5mm [# JE
® Lens Type/[iE kit 1. All dimensions are millimeters/5.47: mm.
2. Tolerance is +/-0.25mm unless otherwise noted/

Water Clear / JLt%/% W) WAT BRI 24 %44 £0.25mm,
> Directivity/$g [F ¢ :
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=4 B Semiconductor Co., Ltd.

LED SPECIFICATION

Part No.: SL-522WCVM-0JM
> Absolute maximum ratings/f%fR &% (Ta=25C)
Parameter Symbol Test Condition Values £{d Unit
BH we IR S Min. Max. | A
Reverse Voltage
= A - Y,
% [ R VR IR=30u 5
Forward Current
\ 1 A
1 T i i o0 m
Power Dissipation
o Pd 0.36 w
PFE D)%
Pulse Current _
T TV FL 37 Ipeak | Duty=0.1mS, 1kHz 200 mA
Operating Temperature i .
TS S Topr 40 +85 C
Storage Temperature i .
(kA7 L S Tstr 40 +100 C
> Electrical and optical characteristics/JtHZ% (Ta=25C)
Parameter Symbol Test Condition Values % fH Unit
Forward Voltage
VF IF = 100mA 3.2 3.6 Vv
iE [ T "
Reverse Current
. IR VR =5V ---- - 30 A
I L 2
Luminous Intensity
. v IF =100mA ---- 25 -—-- LM
ROGIRE
Viewing Angle
201/2 IF = 100mA 75 Deg.
el £ " 0
» Luminous Flux Bins (Ta=257C) Unit:Im
Bin AG AH Al
Min 17 22 28
Max 22 28 36
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Semiconductor Co., Ltd.

!ﬁ Ningbo Sunpu Opto LED SPECIFICATION

Part No.: SL-522WCVM-0JM

> Chromaticity Coordinates Ranks /&35 (IF=20mA  Ta=257C)

Wal X1 0.2217 | 0.2301 | 0.2389 | 0.2309 Wa2 X 10.2309 | 0.2389 | 0.2476 | 0.2399
Y | 0.2114 | 0.2271 | 0.2209 | 0.2065 Y | 0.2065 | 0.2209 | 0.2147 | 0.2018
Wa3 X 10.2399 | 0.2476 | 0.2567 | 0.2496 Wad X1 0.2301 | 0.2386 | 0.2469 | 0.2389
Y | 0.2018 | 0.2147 | 0.2083 | 0.1967 Y | 0.2271 | 0.2428 | 0.2352 | 0.2209
Wa5 X 10.2389 | 0.2469 | 0.2553 | 0.2476 Wab X 1 0.2476 | 0.2553 | 0.2636 | 0.2567
Y | 0.2209 | 0.2352 | 0.2276 | 0.2147 Y | 0.2147 | 0.2276 | 0.2201 | 0.2083
Wa7 X 10.2387 | 0.2491 | 0.2571 | 0.2469 Wa8 X 10.2469 | 0.2571 | 0.2651 | 0.2553
Y | 0.2427 | 0.2619 | 0.2531 | 0.2352 Y | 0.2352 | 0.2531 | 0.2443 | 0.2276
Wao X 10.2553 | 0.2651 | 0.2731 | 0.2637 Walo X 10.2491 | 0.2596 | 0.2672 | 0.2571
Y | 0.2276 | 0.2443 | 0.2355 | 0.2200 Y | 0.2619 | 0.2811 | 0.2711 | 0.2531
Wall X 10.2571 | 0.2672 | 0.2748 | 0.2651 Wal2 X 10.2651 | 0.2748 | 0.2824 | 0.2731
Y | 0.2531 | 0.2711 | 0.2610 | 0.2443 Y | 0.2443 | 0.2610 | 0.2510 | 0.2355
Wh1 X1 0.2596 | 0.2693 | 0.2759 | 0.2672 Wh2 X 10.2672 | 0.2759 | 0.2825 | 0.2748
Y | 0.2811 | 0.2974 | 0.2857 | 0.2711 Y | 0.2711 | 0.2857 | 0.2740 | 0.2610
Wb3 X | 0.2748 | 0.2825 | 0.2890 | 0.2824 Wha X1 0.2693 | 0.2791 | 0.2846 | 0.2759
Y | 0.2610 | 0.2740 | 0.2623 | 0.2510 Y | 0.2974 | 0.3138 | 0.3004 | 0.2857
Whb5 X 10.2759 | 0.2846 | 0.2901 | 0.2825 Wh6 X 10.2825 | 0.2901 | 0.2957 | 0.2890
Y | 0.2857 | 0.3004 | 0.2870 | 0.2740 Y | 0.2740 | 0.2870 | 0.2737 | 0.2623
Wh7 X 10.2791 | 0.2899 | 0.2940 | 0.2846 Wh8 X | 0.2846 | 0.2940 | 0.2981 | 0.2901
Y | 0.3138 | 0.3268 | 0.3138 | 0.3004 Y | 0.3004 | 0.3138 | 0.3007 | 0.2870
Who X 10.2901 | 0.2981 | 0.3023 | 0.2957 Whb10 X 10.2899 | 0.3008 | 0.3035 | 0.2940
Y | 0.2870 | 0.3007 | 0.2875 | 0.2737 Y | 0.3268 | 0.3398 | 0.3272 | 0.3138
Whbil X 10.2940 | 0.3035 | 0.3062 | 0.2981 Wh12 X 10.2981 | 0.3062 | 0.3089 | 0.3023
Y | 0.3138 | 0.3272 | 0.3144 | 0.3007 Y | 0.3007 | 0.3144 | 0.3014 | 0.2875
Wel X1 0.3008 | 0.3197 | 0.3205 | 0.3028 We2 X 10.3028 | 0.3205 | 0.3214 | 0.3048
Y | 0.3398 | 0.3589 | 0.3481 | 0.3304 Y | 0.3304 | 0.3481 | 0.3352 | 0.3209
We3 X 10.3048 | 0.3214 | 0.3221 | 0.3068 Wed X1 0.3068 | 0.3221 | 0.3229 | 0.3089
Y | 0.3209 | 0.3352 | 0.3261 | 0.3113 Y | 0.3113 | 0.3261 | 0.3130 | 0.3014
WS X 10.3197 | 0.3381 | 0.3376 | 0.3206 Web X 10.3206 | 0.3376 | 0.3371 | 0.3214
Y | 0.3589 | 0.3740 | 0.3616 | 0.3461 Y | 0.3461 | 0.3616 | 0.3493 | 0.3352
We7 X 10.3214 | 0.3371 | 0.3366 | 0.3222 We8 X 10.3222 | 0.3366 | 0.3361 | 0.3229
Y | 0.3352 | 0.3493 | 0.3369 | 0.3243 Y | 0.3243 | 0.3369 | 0.3241 | 0.3130
Wl X 10.3381 | 0.3475 | 0.3463 | 0.3376 W2 X 10.3376 | 0.3463 | 0.3452 | 0.3371
Y | 0.3740 | 0.3817 | 0.3687 | 0.3616 Y | 0.3616 | 0.3687 | 0.3558 | 0.3493
Wd3 X 10.3371 | 0.3452 | 0.3440 | 0.3366 W X 1 0.3366 | 0.3440 | 0.3427 | 0.3361
Y | 0.3493 | 0.3558 | 0.3428 | 0.3369 Y | 0.3369 | 0.3428 | 0.3284 | 0.3241
Wds X 1 0.3475 | 0.3569 | 0.3551 | 0.3463 Wds X 10.3463 | 0.3551 | 0.3533 | 0.3452
Y | 0.3817 | 0.3894 | 0.3760 | 0.3687 Y | 0.3687 | 0.3760 | 0.3624 | 0.3558
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Semiconductor Co., Ltd.

!ﬁ Ningbo Sunpu Opto LED SPECIFICATION

Part No.: SL-522WCVM-0JM

Wd7 X 10.3452 | 0.3533 | 0.3515 | 0.3440 Wds X 10.3440 | 0.3515 | 0.3494 | 0.3427
Y | 0.3558 | 0.3624 | 0.3487 | 0.3428 Y | 0.3428 | 0.3487 | 0.3328 | 0.3284
Wel X | 0.3569 | 0.3669 | 0.3644 | 0.3551 We2 X | 0.3551 | 0.3644 | 0.3618 | 0.3533
Y | 0.3894 | 0.3956 | 0.3817 | 0.3760 Y | 0.3760 | 0.3817 | 0.3675 | 0.3624
We3 | X |0.3533 | 0.3618 | 0.3593 | 0.3515 | We4 | X | 0.3515 | 0.3593 | 0.3565 | 0.3494
Y [ 0.3624 | 0.3675 | 0.3533 | 0.3487 Y | 0.3487 | 0.3533 | 0.3379 | 0.3328
We5 | X'|0.3669 | 0.3768 | 0.3736 | 0.3644 | We6 | X | 0.3644 | 0.3736 | 0.3703 | 0.3618
Y | 0.3956 | 0.4018 | 0.3874 | 0.3817 Y | 0.3817 | 0.3874 | 0.3726 | 0.3675
We7 | X|0.3618 | 0.3703 | 0.3670 | 0.3593 | We8 | X | 0.3593 | 0.3670 | 0.3637 | 0.3565
Y | 0.3675 | 0.3726 | 0.3578 | 0.3533 Y | 0.3533 | 0.3578 | 0.3430 | 0.3379

CIE 1931 Chromaticity diagram/CIE1931 &  (IF=20mA Ta=25C)
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=4 B Semiconductor Co., Ltd. LED SPECIFICATION

Part No.: SL-522WCVM-0JM

» Typical electrical/optical characteristic curves:

Figl. 1E [ LR Vs 1F [ B Fig2. AHXTSEE Vs IE ) FLUR
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LED SPECIFICATION

=

Part No.: SL-522WCVM-0JM

> Relibility Analysis/A] FEHRK
The reliability of products shall be satisfied with items listed below/7= /i [f) 7] 5& P 3 %3l 42 K T
FIFRIH -
Confidence level:90% ; LTPD :10%
® Test Items And Results/ill i T H A1) 4

Time/ X
No. Item/357 H Test Condition/J % 44 - Q’ty/4k & | Standard/#| %
Resistance to .
i Tsld=235+5C, 5sec 3mm from .
1 Soldering Heat / the base of the enoxv bulb 1time 25 ALL PASS
ot Py
2 | Solder ability/ ¥ 2 4 Tsld=235+5C, Ssec Ltimes 25 | ALL PASS
YIRE U Over 95%
-40'C—— 100C
Temperature Cycle/ . .
3 | " 30min ~ 30min 50cycles 100 ALL PASS
= R A . .
The cut is not more than 2 min
High Temperature
4 | /High Humidity / 85C/85%RH 1000hrs 100 ALL PASS
R
High Temperature .
5 N Ta=100TC 1000hrs 100 ALL PASS
Storage /& & i 7
Low Temperature .
6 o Ta=-40C 1000hrs 100 ALL PASS
Storage /1 & % 77
7 DC Operation Life / IF=100mA 1000hrs 25 ALL PASS
# A IK B
® Criteria For Judging Damage/3| Wi Fr ik
N Criteria for Judgement
ftem/ii e | T PR
GiRe) JHIRAS .
Min./#/ME | Max./5 Kl
Luminous Intensity/:% & Iv IF=100mA Iv*0.7 /
Forward Voltage/F [r] Hi Jts VF IF=100mA / U.S.L*1.1
Reverse current/ Jz [ i IR VR=5v / U.S.L*2

*U.S.L.: Upper Standard Level / R

*L.S.L.: Lower Standard

Level / F[R
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!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No.: SL-522WCVM-0JM

> Label Form Specification/#r4&#% 270

- A
d SUNPU OPTO
P/N:

Rank : / /
Qty: pcs QC:
Date:
Lot No:
(N N RO

P/N: Customer's Production Number/;™ i 4“5
QTY: Packing Quantity/fu, 5 %k
Ranks: Iv/ WD/ Vf
Iv: IvRank/5t/%; WD: Color Group/ti %; VFf: VfRank/HiE
QC: Quality Control chapter/ i 5 | &
Date: mm /dd / yy
mm: Month/H; dd: Date/H; yy: Year/4F;

Lot No: Production batch Number/4: F=#t=

> Lead Forming/m&jE

1. Any lead forming or bending must be done before soldering.
SCHR BV AL AT N 1T 76 B

2. When forming leads, there must be a minimum of 2mm clearance between the base of the LED lens and
the lead bend.

Wl B AR 2 2R A BEST 7S SO

3. Avoid bending the leads at the same point more than once.
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!ﬁ Ningbo Sunpu Opto LED SPECIFICATION

Semiconductor Co., Ltd.

Part No.: SL-522WCVM-0JM

Tt G AE B R]— 7 B IR 2 IR

4. During assembly onto PCB, the lead pitch of the LED must match the pitch of the mounting holes on
the PCB during component placement.

SRRSO R ORUE S | RN ] R 5 2R B AR B — 2.
> Soldering Condition/#2 854

Careful attention should be paid during soldering. When soldering, leave more then 2mm from solder joint
to case, and soldering beyond the base of the tie bar is recommended.

PRAEI TR AT, % B LED BRI i 2mmbL L

Avoiding applying any stress to the lead frame while the LEDs are at high temperature particularly when
soldering.

75 LED A it Rl AEFR RN, TR xS At s

Recommended soldering conditions/#E 7 1F 8 444

Hand Soldering DIP Soldering
F LR B
Temp.at tip of iron | 300°C Max.(30WMax.) | Preheat temp. | 100°C Max. (60 sec Max.)
FLA B il B BE300°C (LA | TIAWRLE | el 100°C (ANERIL60
AN 30 FL) )
Soldering time 3 sec Max. Bath temp. | 260°C Max
FEFEI [A] I [) AN e L 3FD B | Fesi260°C.
Distance 2mm Min.(From Bath time. | 3 sec Max.
PR solder joint to case) RIGEE | A3
KT22K IR F|
JRAA
Distance 2mm Min
BIRALE | KT2%K,

> Cleaning/i§¥k

1. Do not clean LEDs with water, Alcohol are recommended solvents for cleaning. When using other
solvents, it should be confirmed beforehand whether the solvents will dissolve the resin or not.
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!ﬁ Ningbo Sunpu Opto LED SPECIFICATION

Semiconductor Co., Ltd.

Part No.: SL-522WCVM-0JM
AT ARG, 0 AR U LT I L T AL 5 I

2. LEDs may be damaged by ultrasonic-washed. Before cleaning, a pre-test should be done to confirm
whether any damage to the LEDs will occur.

LEDA n] GELE R A i Ve FE i 3R . O T ERIE L4, FESEVERT, TE L.
> Storage/fR1F

1. Environmental temperature: -40°C---100°C, Recommended: -20°C---50°C
W% : -40°C---100°C, HEF# AL H-20°C---50C;;
2. Environmental humidity: 30%---70%, Recommended: 40%---60%

IRBRRIE: 30%---70%, 47 15/140%---60%:
> Static Electricity/##H

1. Static Electricity or power surge will damage the LED.
It is recommended that a wrist band or an anti-electrostatic glove be used when handling the LEDs.
it FEL B PR R 451 R LED.
SEVSUAE FH RO A IRl 58 T g ks = B e PR T
2. All production machinery and test instruments must be electrically grounded.
FITA B A P LA IR AN A DA 24 M
3. Maintain a humidity level of 50% or higher in production areas.
AP B AL TR AEB0% B B i o
4. Use anti-static packaging for transport and storage.

DR, s A A7 .
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!ﬁ Ningbo Sunpu Opto LED SPECIEICATION

Semiconductor Co., Ltd.

Part No.: SL-522WCVM-0JM

> Notes/#&1E

1. This datasheet will be update regularly, if there comes out any changes, pls confirmed by the latest
datasheet.

AR A 22 AT BB, Ay oesh, LA R 5 0

2. When using this product, please observe the absolute maximum ratings and the instructions for using
outlined in these specification sheets. SUNPU assumes no responsibility for any damage resulting from
use of the product which does not comply with the absolute maximum ratings and the instructions
included in these specification sheets.

FEAL A S I, RTE T2 25 RS 5 v B B KU (AN A B, W SR AT R I e A A5 R 1
I R R LA R AR FH U i ZE AN A 2R, ANETHE AR Z A .
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	 Directivity/指向特性： 
	 Luminous Flux Bins（Ta = 25℃）                               Unit:lm
	Bin

