Bridge Mode setting Produre

1. Restore the factory setting.

2. Operation Mode Setting
2.1 Log on the web http://192.168.16.254/home.asp ,if you can not enter,please wipe the cache

first, change the mode to bridge, start ap client.
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Operation Mode Configuration

You may configure the operation mode suitable for you environment.
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(® Bridge:
All etherneand wireless interfaces are bridged into a single bridge interface.

(! Gateway:
The first ethernet port is treated as WAN port. The other ethernet ports and the wireless
interface are bridged together and are treated as LAN ports.

() Ethernet Converter:
The wireless interface is treated as WAN port, and the ethernet ports are LAN pors.

() AP Client:
The wireless apcli interface is treated as WAN port, and the wireless ap interface and the
ethernet ports are LAN ports.

AP Client Enabled: i Enable ﬁ

I Apply ‘ Cancel

2.2. Click the button ‘Apply’, wait about 30s.,you will find the interface as below:
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3. LAN Setting

3.1 Close the DHCP function, in order that all the IP address you obtained in the LAN are got
from the main router.
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Local Area Network (LAN) Settings

You may enable/disable networking functions and configure their parameters as your

LAN Setup

‘\F’ Address

i 192.168.16.254

Subnet Mask

265 26525860

LAN 2

() Enable (® Disable

‘URNZ IP Address

‘LANE Subnet Mask

‘Dsfault Gateway

‘F'rimary DMS Server

i 168.95.1.1
‘Secondary DRS Server | 5888
i MAC Address (44:33:40:05 2C.0C
‘DHCF’ Type | Disable [ |

802.1d Spanning Tree

Disable 7B

LLTD Disable (%
i\GMF Proxy ‘.Dlsab\g@
UPNP Disable B
‘PPF’UE Relay Disable @
‘DNS Proxy |»Enah|e @

Apply

I

Cancel




3.2 Click the button ‘Apply’,wait few seconds,you will find the following interface:

m | [ HLK-RM04 Web Configure X

€

X|| <& ||| DEE-

I+

drm- | O

Hi-link

B HLk-RMDA
Wizard
Operation Mode
B Internet Settings
LAN
DHCP clients
VPN Passthrough

AP Client setting

LAN Interface Setup

IP: 192 168 16 254
Metmask 255.255.255.0
LAMZ Enabled: O

LANZ IP:

LAMZ Metmask:
Gateway:

PriDns: 168.95.1.1
SecDns: 88.88

DHCP type: DISABLE
STP enable: 0

LLTD enable: 0

IGMP proxy enable: 0
UPMP enable: 0

RADVD enable: 0

DNS proxy enable: 1
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4.1 Choose AP client in the wireless settings, Input the ssid, security mode.Encription

type and pass Phrase of the wireless router You want to connect.
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AP Client Feature

192.168.16.254/home.asp

You could configure AP Client parameters here.
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S5ID
MAC Address (Optional)
Security Mode

Encryption Type

Pass Phrase

| BLNK_sF235E |

markmarkmar|

‘. Client Parameters

[ Apply I [ Cancel ] [ SCAN
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Note:The parameter here is the uper router’s,not the module’s parameter.
4.2 Click the Appy button,you will find the following interface:
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mode: WPAZPSK
enc: AES
wpapsk: markmarkmark 123
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Now,you can use the module to suffer the internet .
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