STRONG & SAW Filter For Digital TV SB838953030

Range:

This specification shall cover the characteristics of SAW filter Strong’s P/N: SB8389S3030

1. Package Dimension
(53030) Unit: mm
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2. Marking
D08 (1) Laser Marking
- G6 D08: Model code

(2) - :Pin 1 Identifier
(3) G6: Date code
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STRONG 2

SAW Filter For Digital TV SB8389S3030
3. Performance
3.1 Maximum Rating
Item Value

Operation Temperature Range -30C to +85C

Storage Temperature Range -40°C to +85°C

DC Permissive Voltage 0V DC max.

Maximum Input Power 10 dBm

3.2 Electronic Characteristics

Iltem

Frequency (MHz)

Specification

Center Frequency (fo)

1220.0

Insertion Loss 1216.0 ~ 1224.0 MHz 5.3 dB max.
Amplitude Ripple 1216.0 ~ 1224.0 MHz 1.8 dB max.
Stop-band Attenuation 500.0 ~ 1129.0 MHz 50 dB min.
1129.0 ~ 1135.0 MHz 50 dB min.
1144.0 ~ 1152.0 MHz 46 dB min.
1132.0 MHz 50 dB min.
1148.0 MHz 48 dB min.
1176.0 MHz 50 dB min.
1184.0 MHz 46 dB min.
1290.0 ~ 2000.0 MHz 50 dB min.
Group Delay Ripple (p-p) 1216.0 ~ 1224.0MHz 12.0 typ.
Terminating Source Impedance 200 Q
Terminating Load Impedance 200 Q

Strong Electronics&Technology Limited

www.sawfilter.cn




SAW Filter For Digital TV SB8389S3030
3.3Test Circuit
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STRONG 2 SAW Filter For Digital TV

SB8389S3030
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