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Approval Specification 

Complies with Directive 2002/95/EC (RoHS) 

TO:  

Part No.: SSF433A03S3838 

Customer’s Part No.:  

Application RF Low-loss SAW filter for Wireless Remote Controller 

Receivers 

Please return this copy as a certification of your approval 

 

Checked & Approval by: 

Date: 
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1. Package Dimension 

 (S3838) Unit: mm  

 

 

Pin No. Function 

Pin 1 Input Ground 

Pin 2 Input 

Pin 5 Output 

Pin 6 Output Ground 

Pin 4,8 Case-Ground 

Pin 3,7 to be Grounded 

  

 

2. Marking 

 

SSF 
433.92 

· G6 

 
(1) Ink Marking or Laser Marking 

(2) 433.92MHz Center frequency 

(3) A03: Series code 

(4) ·: Pin 1 Identifier 

(5) G6: Date code 
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3. Performance 

3.1 Maximum Rating 

Item Value 

 Operation Temperature Range -40℃ to +85℃ 

 Storage Temperature Range -45℃ to +85℃ 

DC Permissive Voltage 10V DC max. 

Maximum Input Power 10 dBm 

3.2 Electronic Characteristics 

Item Frequency (MHz) Specification 

Center Frequency (fo) 433.92   

Insertion Loss 433.80 ~ 434.12 4.5 dB Max. 

Amplitude Ripple  433.76 ~ 434.16 2.0 dB Max. 

Attenuation 10.00 ~ 414.00 45 dB Min. 

414.00 ~ 428.00 40 dB Min. 

428.00 ~ 432.92 15 dB Min. 

434.92 ~ 442.00 10 dB Min. 

442.00 ~ 550.00 35 dB Min. 

550.00 ~ 1000.00 45 dB Min. 

Temperature Coefficient of 

Frequency 

  -0.03 ppm/K2 

External Impedance Match     

Series Inductance L 33 nH 

Shunt Capacitance C 5.6 pF 

    

 

3.3Test Circuit 
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3.3 Frequency Characteristics 

 

  

 

 


