
Rated current Weight

27g

Relay coil voltageSpecification

Rated voltage

SOCKET 

6A

6A

6A

250VAC

Rack mount 

Load current: 6A/250VAC 

Dielectric strength: 4000VAC

Insulation resistance: 1000M Ω

Accessories

Rated current Weight

3g

ColorSpecification

Rated voltage

1J-NB Blue

6A

6A

1J-NK Black

1J-NR Red 6A

250VAC

■

■

Remark 

Remark

Ordering Reference 

Product 

Relay coil voltage

41F

41F

1Z-C2-1:12-24VDC     1Z-C2-2:48-60VDC

1Z-C2-3: 60VDC

■

■

Ordering Reference

 

1J
Model

1J

Color

NB: Blue    NK: Black    NR: Red

Specification

Specification

1Z-C2-1

1Z-C2-2

1Z-C2-3

12-24VDC

48-60VDC

60VDC

01

    Radiator and Accessories

Model


	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8
	页 9
	页 10
	页 11
	页 12
	页 13
	页 14
	页 15
	页 16
	页 17
	页 18
	页 19
	页 20
	页 21
	页 22
	页 23
	页 24
	页 25
	页 26
	页 27
	页 28
	页 29
	页 30
	页 31
	页 32
	页 33
	页 34
	页 35
	页 36
	页 37
	页 38
	页 39
	页 40



