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8EDGKC-7.62

Technical data

Application Cross reference

How to order

Model Wire range Poles

IEC60947  ( )IEC60947data sheet UL1059  ( )UL1059 data sheet

APPROVAL:

(V) Rated voltage (V) Rated voltage(A) Rated current

DEGSON 1/Competitor1 2/Competitor2

(A) Rated current

Industrial automation, electric 
power,instrument,elevator etc.

new energy,

PX X 1 Y

Series NO. NO. of pole

00 00 AH

Upgrade

1
2

Single pitch

Double pitch

.

8EDGKC-7.62 02-12P0.2-2.5       /22-14AWG 400      20      300      15      

Product model Pcs./Pkt.

8EDGKC-7.62-02P 100
8EDGKC-7.62-03P 100
8EDGKC-7.62-04P 100
8EDGKC-7.62-05P 100
8EDGKC-7.62-06P 50
8EDGKC-7.62-07P 50

Product model Pcs./Pkt.

8EDGKC-7.62-08P 50
8EDGKC-7.62-09P 50
8EDGKC-7.62-10P 50
8EDGKC-7.62-11P 50
8EDGKC-7.62-12P 50

8EDGKC-7.62

8EDGKC-7.62 231-7XX/008-000 4751XX/030

Packing

7.62x(N-1)+6.50

7.62x(N-1)
7.5x(N-1)+6.50

7.5x(N-1)
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PANTONE 429C

DEGSON 41

General Color

1

Cage spring  type , good anti-vibration 
performance.
Fixing hook structure, can assemble 
on the panel board.
Max. wire range : 2.5

DG032-3.81         

8EDGVC-7.5/7.62 8EDGRC-7.5/7.62       

Counterparts


	1-8EDGKC.pdf
	7: 8EDGKC-7.62

	2-PCKK4-PE
	8: PCKK4-PE

	3-DC16-PE
	1: DC16-PE

	4-DC35-PE
	2: DC35-PE

	5-DG032
	3: DG032-3.81

	6-DG245H3
	5: DG245H3-7.5

	7-DG59A
	4: DG59A

	8-DGR240
	6: DGR240


