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DG24B-1

Technical data

Application Cross reference

How to order

Model

DG24B-1

Poles

IEC60947  ( )IEC60947 data sheet UL1059  ( )UL1059 data sheet

APPROVAL:

(V) Rated voltage (V) Rated voltage(A) Rated current

DEGSON 1/Competitor1 2/Competitor2

(A) Rated current

industrial automation, elevator. 

PX X 1 1

Series NO. NO. of pole

0 0
StandardDG24B-1

1
2

Single pitch

Double pitch

DG24B-1 - -

Packing

10-48P - - 300 822-14   

Wire range
(AWG/        )

OT/DT/U

12AWG

Double-layer structure,OT/DT/Uterminal is 
optional for connection,stability improved.
Separable pluggable structure,easy 
maintenance.
Two-sides clamps structure,good reliability.
Gold plating and tin plating optional.
Maximum range:12AWG.
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DG24B-1-12P 25

DG24B-1-14P 25

DG24B-1-16P 25

Product model Pcs./Pkt.

DG24B-1-18P 25

DG24B-1-20P 25

DG24B-1-22P 25

DG24B-1-24P 25


	1: DG24-4/5
	2: DG150V
	3: DSMT2.5-5.08
	4: DS2.5-TW
	5: DG32-A
	6: DG028
	7: DG24B-1
	8: k74
	9: DG046-5.0

