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DS2.5-TW/D-DS2.5-TW

Technical data

Application Cross reference

How to order

Model

DS2.5-TW

Poles

IEC60947  ( )IEC60947 data sheet UL1059  ( )UL1059 data sheet

APPROVAL:

(V) Rated voltage (V) Rated voltage(A) Rated current

DEGSON 1/Competitor1 2/Competitor2

(A) Rated current

industrial automation, new energy, elevator, electric power, power supply, mechinery.

P0 1 1 1

Series NO. NO. of pole

0 0 A(H)

StandardDS2.5-TW

1
2

Single pitch

Double pitch

DS2.5-TW PT 2.5-TWIN 2002

Packing

01P 1000 24 600 2026-12/0.2-2.5

Wire range
(AWG/        )

PUSH-IN Spring structure, easy connection 
for solid wire and stranded wire with ferrule,
tools free .
Compact design, two input and one output 
structure, suitable for connection in narrow 
space.
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PANTONE 430C

DEGSON 011

Í ¨ Ó Ã É «  General Color

DS2.5-TWD-DS2.5-TW


	1: DG24-4/5
	2: DG150V
	3: DSMT2.5-5.08
	4: DS2.5-TW
	5: DG32-A
	6: DG028
	7: DG24B-1
	8: k74
	9: DG046-5.0

