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NOTES:
1. IEC:
Rate Impulse Voltage:8000V:
Insulation Resistance:500MQ or more at DC500V;
Contact Resistance: <btmQ
Material Group: I ;
Pollution Degree:3;
Overvoltage Category:Ill;
Suitable Electric Wire:0.2mm? ~2. 5mm® &4mm* (SOL)
2.UL:
Rating:600V
Insulation Withstands Voltage:AC2200V/MIN;
Suitable Electric Wire:26AWG~12AWG
3.Using Temperature Range:-40‘C~+115C;
4. Screw Torque Value:0.4N e m
5.Strip length:9mm
6. RoHS compliance;
TK2. 5—T-PE (i)
L>Slot screw
5 |[GROUNDING 1 [Copper Alloy Tin Plafed
L |CAGE 2 |STEEL M2.5/Zn Plated
3 [CURRENT CARRIER 1 |Copper Alloy Tin Plated
2 |SCREW 7 |STEEL M2.5/Zn Plated
1 |HOUSING 1 |PA6G6 UL9%4 V-0
ITEM NAME OF PART Q"Ty MATERIAL NOTE
OWG YHZ DATE [ 2023.06.09 UNITS MM SHEET/OF | 11
CH DATE YHEEEE =
= ul we|  TK2.5-T-PE(S)
‘5 TIANLI
ELECTRICAL MACHINERYININGBO)CO..LTD DWGNO| TLDW-TK25TPES
I 3 I 2 1

TIANLI ELECTRICAL MACHINERY (NINGBQ) CO.LTD

REV:2.0

FORM: QD-018




