
                                          

Overcurrent and overload protection for meter and instrument

Characteristics 

1. MZ11series PTC thermsitor is pins wire coated parts. MZ11A series r is pins wire without coating.  

2. Can operate continuously in voltage 265/420/550VAC（high resistance state）

3. Quick response. 

4.  Long stability 

5. Do not need to be reset after protection. 

6. No contact point, no noise. 

Application

1. Multimeter, electric kilowaterhour meter.

2. Electronic meter and instrument. 

2. Electronic circuit. 

Dimension （Unit：mm）

                      

Part number explanation 

Data sheet 
Non-trip current 

Int（mA） 
Dimension 
（mm） 

Part number 
Resistance  

R25（Ω) 
±30%） @25� @60� 

Trip current
@25� 

It（mA） 

Max. 
operating 

voltage 
Vmax(V) 

Max. 
current 
I max(A) 

Switch 
temperature 

Tc(�) Dmax Tmax Φd 

 5.0 0.5 5.4 2.0 562 05 51 02 051 562N151M30-11ZM

 5.0 0.5 5.4 1.0 562 02 7 01 0001 562N201M30-11ZM

 5.0 0.5 5.4 1.0 562 51 5 7 0051 562N251M30-11ZM

 6.0 0.5 5.5 3.0 562 08 03 04 54 562NR54M40-11ZM

MZ11-05M601N420 600 20 16 40 420 0.2 

80（M） 

6.5 5.0 0.6 

Chip dimension：08-8mm  10-10mm  20-20mm

For overcurrent and overload protection 

PTC thermistor 

R25 resistance：4R7-4.7Ω 47R-47Ω 471-470Ω

Switch temperature：P-120� M-8 0� N-100� R-140

Voltage：1-550/420/265/250V

2-140V、 3-30/60V、5-15/18V 

Resistance tolerance：H-±25%  M-±20%  N-±30%

Max. operating voltage：420-420V

Category：A-Pin form non-coating 

MZ  1  1 A - 08   P  121  H  420

MZ11A  series MZ11 series 

MZ11 series 



                                          

Overcurrent and overload protection for meter and instrument

 6.0 0.5 5.6 1.0 024 71 6 8 0032 024N232M50-11ZM

 6.0 0.5 5.6 1.0 024 31 4 5 0013 024N213M50-11ZM

 6.0 0.5 0.8 5.0 562 05 02 52 052 562N152M70-11ZM

 6.0 0.7 0.8 5.0 055 03 01 51 0011 055M211M70-11ZM

MZ11-08M12RN265 12 120 70 220 265 0.8 

80（M） 

9.0 5.0 0.6 

 5.0 0.5 5.4 2.0 562 06 52 03 051 562N151N30-11ZM

 5.0 0.5 5.4 2.0 562 54 02 52 004 562N104N30-11ZM

MZ11-05N751N420 750 25 20 45 420 0.2 

100（N） 

6.5 5.0 0.6 

 6.0 0.5 5.6 4.0 562 071 07 58 93 562NR93P50-11ZM

 6.0 0.5 5.6 4.0 562 041 06 07 56 562NR56P50-11ZM

 6.0 0.5 5.6 2.0 024 93 61 02 006 024N106P50-11ZM

 6.0 0.5 5.6 1.0 055 03 01 51 0021 055N221P50-11ZM

MZ11-05P152N550 1500  6.0 0.5 5.6 1.0 055 42 9 21

 6.0 0.7 5.8 4.1 024 721 05 46 07 024NR07P80-A11ZM

 6.0 0.7 5.8 4.1 024 79 04 94 021 024N121P80-A11ZM

 6.0 0.7 5.8 4.1 024 68 53 34 051 024N151P80-A11ZM

MZ11A-08P501N550 500 24 19 48 550 1.0 

120（P） 

8.5 7.0 0.6 

Note：1. R25 resistance tolerance can be selected upon customer’s requirement. 

              2 Pin kinked form can be selected. 

3. Packing can be made upon customer’s requirement. 


